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Features

«  Activfire listed AFP-2516

Conventional Control Panel

e ——

Approved to AS7240.2 and A57240.4

2, 4 or 8 detection zones

System enabled via 003 key switch
Powder coated metal cabinet

+  Operating temperature -5°c to +40°c
Simple single beard construction

[ + Installer friendly

Compatible with Hochiki detectors
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Two monitored sounder outputs
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+  3amp power supply

Two wire system selectable (sounders & detectors on same
circuit)
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Adjustable sounder time delay - Additional outputs
Sounder configuration options = Door holder output (time delay release option)
+  Coincidence input selection « ACF monitored output and control

« 1.5 barrier selection by zone
»  Short circuit by fire zone Manual Call Point
«  Non latching zones - MCP fitted to front of cabinet
«  Silent zones

Zone input delay

General panel configuration

Product Overview

The Sigma CP range consists of a series of fire alarm control panels

designed in accordance with Australian Standards AS7240.2 and

AS7240.4 Fire Detection and Fire Alarm Systems - Control & indicating

equipment +  Wiring sounders to the detection circuit eliminates the need to install
sounder circuit cables and also offers the ability to provide zoned or two

The range consists of 2, 4 and 8 zone control panels. The zones are :
stage sounder operation

selectable for either:

« Standard Zone - Detectors and call points are wired on separate
circuits (cables) to the sounders (2 sounder circuits are provided)  Note: When using the two wire system, compatible Hochiki detectors and

- 2-Wire Zone - Detectors, call points and sounders are wired to call pointsinUst be tsed. All satndeihiistbe polansed.

the same pair of cables, commonly referred to as a two

e llHo:HlKl

www.incitefire.com.
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Fire Alarm Mimic Display - Siama
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Up to 320 LED's can be controlled
Full colour map printing

+  Available in a range of standard
enclosures to suit any application

Custom sized units can be made upon
request

+  Choice of red, green or yellow LED's
Same look and feel as Sigma range

«  Sigma Matrix can be easily upgraded
on site with minimal cost and effort

The Sigma Matrix system uses flexible
fibre optic light tubes to illuminate
areas on a floor plan, laid over a high
resolution grid. This unique system
dispenses completely with wiring
and enables indicators to be moved,
removed or added on site witout the
need for any wiring

+  The Sigma Matrix provides a clear
geographical indication of fire
alarm activation on a full colour or
monochrome floor plan













