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INSTALLATION INSTRUCTIONS
1. Insert the (4) mounting tabs into the (4) back box slots.
2. Using the installed mounting tabs as a template, mark and drill (4)

1/4 in. diameter holes and complete installation as shown.
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CLEANING INSTRUCTIONS
Rinse with water to remove abrasive dust and dirt. Wash with soap or mild 
detergent using a soft cloth. DO NOT SCRUB OR USE BRUSHES OR 
ABRASIVES. Rinse once more, then dry with a soft cloth or chamois. To remove 
grease or wet paint, rub gently with a cloth wetted thoroughly with naphtha. Then 
wash and rinse. DO NOT USE RAZOR BLADES OR GASOLINE.
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INTERNAL PRODUCT
DIMENSIONS

STI-7520 SEALED ENCLOSURE W/KEY LOCK
STI-7521 SEALED ENCLOSURE W/THUMB LOCK

ANCHOR
(4) PROVIDED

M06298 MOUNTING TABS
(4) PROVIDED

#10 x 1 1/2 in. SCREW
(4) PROVIDED

R04874 MOUNTING PLATE

SCREW #8-32 x 1/2 in.
(4) PROVIDED

G6297520 GASKET (1) PROVIDED

NEMA 4X

1/4” DIAMETER

NEMA 4X

NEMA 4

NEMA 4X

NEMA 4

NEMA 4X

Three year warranty or a one year limited warranty (from 
date of purchase) on most products. See website for details.
Electronic warranty form at www.sti-usa.com/wc14.


