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ACCESSORIES

Filter mat small for filter box small
SEC-FBS-25-PC-EFM-5er
Filter-mat for filter box small.
Packaging of 5 pieces

Filter box large
SEC-FBL-25-PC
Filter box large including filter-mat.
Inserted into the sampling pipe before
SEC-ASD. To be used in dusty rooms.

Technical data
Dimensions (H x W x D): 120 x 122 x 85 mm
Material: PC
Pipe connection diameter: 25 mm

Filter mat large for filter box large
SEC-FBL-25-PC-EFM-5er
Replacement filter mat for the filter box large.
Packaging of 5 pieces

Technical data
Dimensions (H x W x D): 117 x 80 x 80 mm

Filter box extra large 
SEC-FBX-25-PC
Filter box extra large including 2 filter-mats
and 1 holder for the filter-mat. Inserted into 
the sampling pipe before SEC-ASD.
To be used in very dusty rooms.

Technical data
Dimensions (H x W x D): 250 x 160 x 90 mm
Material: PC
Pipe connection diameter: 25 mm

Filter mat for filter box extra large
SEC-Filter-Mat-X

Filter-mat for filter box extra large.
Packaging of one piece. 

Holder for Filter-Mat X 
SEC-Holder-Filter-Mat-X
1 holder is included in the FBX 25 PC for the filter-mat at
the bottom side.

Technical data
Dimensions (H x W x D): 80 x 80 x 20 mm

Technical data
Dimensions (H x W x D): 155 x 85 x 65 mm

Filter mat small for filter box small
SEC-FBS-25-PC-EFM-5er
Filter-mat for filter box small.
Packaging of 5 pieces

Filter box large
SEC-FBL-25-PC
Filter box large including filter-mat.
Inserted into the sampling pipe before
SEC-ASD. To be used in dusty rooms.

Technical data
Dimensions (H x W x D): 120 x 122 x 85 mm
Material: PC
Pipe connection diameter: 25 mm

Filter mat large for filter box large
SEC-FBL-25-PC-EFM-5er
Replacement filter mat for the filter box large.
Packaging of 5 pieces

Technical data
Dimensions (H x W x D): 117 x 80 x 80 mm

Filter box extra large 
SEC-FBX-25-PC
Filter box extra large including 2 filter-mats
and 1 holder for the filter-mat. Inserted into 
the sampling pipe before SEC-ASD.
To be used in very dusty rooms.

Technical data
Dimensions (H x W x D): 250 x 160 x 90 mm
Material: PC
Pipe connection diameter: 25 mm

Filter mat for filter box extra large
SEC-Filter-Mat-X

Filter-mat for filter box extra large.
Packaging of one piece.

Holder for Filter-Mat X 
SEC-Holder-Filter-Mat-X
1 holder is included in the FBX 25 PC for the filter-mat at
the bottom side.

Technical data
Dimensions (H x W x D): 80 x 80 x 20 mm

Technical data
Dimensions (H x W x D): 155 x 85 x 65 mm

Filter mat small for filter box small
SEC-FBS-25-PC-EFM-5er
Filter-mat for filter box small.
Packaging of 5 pieces

Filter box large
SEC-FBL-25-PC
Filter box large including filter-mat.
Inserted into the sampling pipe before
SEC-ASD. To be used in dusty rooms.

Technical data
Dimensions (H x W x D): 120 x 122 x 85 mm
Material: PC
Pipe connection diameter: 25 mm

Filter mat large for filter box large
SEC-FBL-25-PC-EFM-5er
Replacement filter mat for the filter box large.
Packaging of 5 pieces

Technical data
Dimensions (H x W x D): 117 x 80 x 80 mm

Filter box extra large 
SEC-FBX-25-PC
Filter box extra large including 2 filter-mats
and 1 holder for the filter-mat. Inserted into 
the sampling pipe before SEC-ASD.
To be used in very dusty rooms.

Technical data
Dimensions (H x W x D): 250 x 160 x 90 mm
Material: PC
Pipe connection diameter: 25 mm

Filter mat for filter box extra large
SEC-Filter-Mat-X

Filter-mat for filter box extra large.
Packaging of one piece. 

Holder for Filter-Mat X 
SEC-Holder-Filter-Mat-X
1 holder is included in the FBX 25 PC for the filter-mat at
the bottom side.

Technical data
Dimensions (H x W x D): 80 x 80 x 20 mm

Technical data
Dimensions (H x W x D): 155 x 85 x 65 mm

Dust filter unit large
SEC-DFU-535L
Dust filter unit large.
To be used in dusty rooms. Inserted into the
sampling pipe before SEC-ASD.

Technical data 
Dimensions (H x W x D): 165 x 220 x 220 mm
Material: steel 37, black
Pipe connection diameter: 40/25 mm
Weight : 1600g

Replacement cartridge for DFU 535L
SEC-DFU-535L-RC
Replacement cartridge for dust filter unit large. Weight : 170g

Dust filter unit extra large
SEC-DFU-535XL
Dust filter unit extra large.
To be used in very dusty rooms. Inserted
into the sampling pipe before SEC-ASD.

Dimensions (H x W x D): 230 x 250 x 250 mm
Material: steel 37, black
Pipe connection diameter: 40/25 mm
Weight: 2000g

Replacement cartridge for DFU 535XL
SEC-DFU-535XL-RC

Replacement cartridge for dust filter unit
extra large.

Dirt trap box
SEC-DTB-25-PC
Dirt trap box. To be used in very dusty rooms.
Inserted into the sampling pipe before dust
filter of any type and SEC-ASD.

Technical data
Dimensions (H x W x D) : 160 x 250 x 90 mm
Material: PC
Pipe connection diameter: 25 mm

Technical data

Technical data

Weight : 520g
Technical data

Dust filter unit large
SEC-DFU-535L
Dust filter unit large.
To be used in dusty rooms. Inserted into the
sampling pipe before SEC-ASD.

Technical data
Dimensions (H x W x D): 165 x 220 x 220 mm
Material: steel 37, black
Pipe connection diameter: 40/25 mm
Weight : 1600g

Replacement cartridge for DFU 535L
SEC-DFU-535L-RC
Replacement cartridge for dust filter unit large. Weight : 170g

Dust filter unit extra large
SEC-DFU-535XL
Dust filter unit extra large.
To be used in very dusty rooms. Inserted
into the sampling pipe before SEC-ASD.

Dimensions (H x W x D): 230 x 250 x 250 mm
Material: steel 37, black
Pipe connection diameter: 40/25 mm
Weight: 2000g

Replacement cartridge for DFU 535XL
SEC-DFU-535XL-RC

Replacement cartridge for dust filter unit
extra large.

Dirt trap box
SEC-DTB-25-PC
Dirt trap box. To be used in very dusty rooms.
Inserted into the sampling pipe before dust
filter of any type and SEC-ASD.

Technical data
Dimensions (H x W x D) : 160 x 250 x 90 mm
Material: PC
Pipe connection diameter: 25 mm

Technical data 

Technical data

Weight : 520g
Technical data

Dust filter unit large
SEC-DFU-535L
Dust filter unit large.
To be used in dusty rooms. Inserted into the
sampling pipe before SEC-ASD.

Technical data
Dimensions (H x W x D): 165 x 220 x 220 mm
Material: steel 37, black
Pipe connection diameter: 40/25 mm
Weight : 1600g

Replacement cartridge for DFU 535L
SEC-DFU-535L-RC
Replacement cartridge for dust filter unit large. Weight : 170g

Dust filter unit extra large
SEC-DFU-535XL
Dust filter unit extra large.
To be used in very dusty rooms. Inserted
into the sampling pipe before SEC-ASD.

Dimensions (H x W x D): 230 x 250 x 250 mm
Material: steel 37, black
Pipe connection diameter: 40/25 mm
Weight: 2000g

Replacement cartridge for DFU 535XL
SEC-DFU-535XL-RC

Replacement cartridge for dust filter unit
extra large.

Dirt trap box
SEC-DTB-25-PC
Dirt trap box. To be used in very dusty rooms.
Inserted into the sampling pipe before dust
filter of any type and SEC-ASD.

Technical data
Dimensions (H x W x D) : 160 x 250 x 90 mm
Material: PC
Pipe connection diameter: 25 mm

Technical data

Technical data 

Weight : 520g
Technical data

Dust filter unit large
SEC-DFU-535L
Dust filter unit large.
To be used in dusty rooms. Inserted into the
sampling pipe before SEC-ASD.

Technical data
Dimensions (H x W x D): 165 x 220 x 220 mm
Material: steel 37, black
Pipe connection diameter: 40/25 mm
Weight : 1600g

Replacement cartridge for DFU 535L
SEC-DFU-535L-RC
Replacement cartridge for dust filter unit large. Weight : 170g

Dust filter unit extra large
SEC-DFU-535XL
Dust filter unit extra large.
To be used in very dusty rooms. Inserted
into the sampling pipe before SEC-ASD.

Dimensions (H x W x D): 230 x 250 x 250 mm
Material: steel 37, black
Pipe connection diameter: 40/25 mm
Weight: 2000g

Replacement cartridge for DFU 535XL
SEC-DFU-535XL-RC

Replacement cartridge for dust filter unit
extra large.

Dirt trap box
SEC-DTB-25-PC
Dirt trap box. To be used in very dusty rooms.
Inserted into the sampling pipe before dust
filter of any type and SEC-ASD.

Technical data
Dimensions (H x W x D) : 160 x 250 x 90 mm
Material: PC
Pipe connection diameter: 25 mm

Technical data

Technical data

Weight : 520g
Technical data 
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ACCESSORIES

Water retaining box
SEC-WRB-25-PVC

SEC-WRB-25-ABS
Water retaining box standard
Used in rooms with high humidity. 
Inserted into the sampling pipe before
DTB 25 PC (when used), any types of
dust filters (when used) and SEC-ASD.

Technical data 
Dimensions (H x W x D): 335 x 250 x 90 mm
Material: PC
Pipe connection diameter: 25 mm

Air cooler and water separator 
SEC-LK-35-PVC

SEC-LK-35-ABS
Is used as an air cooler when the 
sampling pipe is in a room >60°C.
Can also be used as a water separator
in rooms with high amount of air
humidity and / or condensing water 
because of temperature differences.
For more details see the technical
documentation.

Technical data
Dimensions (H x W x D): 1000 x 730 x 80 mm
Material: Copper pipe d=22x1 mm
Weight: 8 Kg
VdS-Approval: G208154
CPD-Approval: 0768-CPD-20600

Automatic blow out device 
SEC-ADB-01A
The automatic blow-out device ADB-01A is 
used in areas which are polluted with a 
high amount of dust- and dirt particles.
With the blow-out device, 1 sampling pipe 
is automatically blown out and cleaned, 
to prevent fault messages caused by 
clogged aspiration points and also to avoid
false alarms. At the same time, the life-time
of the „optical scattered-light-detector“
located in the aspiration system is 
substantially increased. 

Technical data
Mains voltage: 15 to 30 V DC
Pressure connection: (constant) 4 bar constant
Dimensions (H x W x D): 275 x 380 x 180 mm
Pipe connection diameter: 25 mm

Water retaining box
SEC-WRB-25-PVC

SEC-WRB-25-ABS
Water retaining box standard
Used in rooms with high humidity. 
Inserted into the sampling pipe before
DTB 25 PC (when used), any types of
dust filters (when used) and SEC-ASD.

Technical data
Dimensions (H x W x D): 335 x 250 x 90 mm
Material: PC
Pipe connection diameter: 25 mm

Air cooler and water separator 
SEC-LK-35-PVC

SEC-LK-35-ABS
Is used as an air cooler when the 
sampling pipe is in a room >60°C.
Can also be used as a water separator
in rooms with high amount of air
humidity and / or condensing water 
because of temperature differences.
For more details see the technical
documentation.

Technical data 
Dimensions (H x W x D): 1000 x 730 x 80 mm
Material: Copper pipe d=22x1 mm
Weight: 8 Kg
VdS-Approval: G208154
CPD-Approval: 0768-CPD-20600

Automatic blow out device 
SEC-ADB-01A
The automatic blow-out device ADB-01A is 
used in areas which are polluted with a 
high amount of dust- and dirt particles.
With the blow-out device, 1 sampling pipe 
is automatically blown out and cleaned, 
to prevent fault messages caused by 
clogged aspiration points and also to avoid
false alarms. At the same time, the life-time
of the „optical scattered-light-detector“
located in the aspiration system is 
substantially increased. 

Technical data
Mains voltage: 15 to 30 V DC
Pressure connection: (constant) 4 bar constant
Dimensions (H x W x D): 275 x 380 x 180 mm
Pipe connection diameter: 25 mm

Automatic blow out device 
SEC-ADB-02
Same as ADB 01A except: Version for

2 sampling pipes.

Technical data
Mains voltage: 15 to 30 V DC
Pressure connection: (constant) 4 bar constant
Dimensions (H x W x D): 500 x 500 x 210 mm
Pipe connection diameter: 25 mm

Manual ball valve
SEC-MV-25-PVC

SEC-MV-25-ABS

Manual ball valve for revision and
cleaning works with compressed air. 

Technical data
Material: PVC
Pipe connection diameter: 25 mm

Detonation flame arrester 
SEC-DFA-25-3
Detonation flame arrester for explosion zones.
Equipment category IIC. 2 pieces are needed 
per sampling tube. For more details see the 
technical documentation.

Technical data 
Pipe connection diameter: 25 mm

Detonation flame arrester 
SEC-DFA-25-2
Same as DFA 25-3 but equipment category IIB.

Detonation flame arrester 
SEC-DFA-25-1
Same as DFA 25-3 but equipment category IIA.

Technical data
Pipe connection diameter: 25 mm

Technical data
Pipe connection diameter: 25 mm

Automatic blow out device 
SEC-ADB-02
Same as ADB 01A except: Version for

2 sampling pipes.

Technical data
Mains voltage: 15 to 30 V DC
Pressure connection: (constant) 4 bar constant
Dimensions (H x W x D): 500 x 500 x 210 mm
Pipe connection diameter: 25 mm

Manual ball valve
SEC-MV-25-PVC

SEC-MV-25-ABS

Manual ball valve for revision and
cleaning works with compressed air. 

Technical data
Material: PVC
Pipe connection diameter: 25 mm

Detonation flame arrester 
SEC-DFA-25-3
Detonation flame arrester for explosion zones.
Equipment category IIC. 2 pieces are needed 
per sampling tube. For more details see the 
technical documentation.

Technical data
Pipe connection diameter: 25 mm

Detonation flame arrester 
SEC-DFA-25-2
Same as DFA 25-3 but equipment category IIB.

Detonation flame arrester 
SEC-DFA-25-1
Same as DFA 25-3 but equipment category IIA.

Technical data 
Pipe connection diameter: 25 mm

Technical data
Pipe connection diameter: 25 mm

Automatic blow out device 
SEC-ADB-02
Same as ADB 01A except: Version for

2 sampling pipes.

Technical data
Mains voltage: 15 to 30 V DC
Pressure connection: (constant) 4 bar constant
Dimensions (H x W x D): 500 x 500 x 210 mm
Pipe connection diameter: 25 mm

Manual ball valve
SEC-MV-25-PVC

SEC-MV-25-ABS

Manual ball valve for revision and
cleaning works with compressed air. 

Technical data
Material: PVC
Pipe connection diameter: 25 mm

Detonation flame arrester 
SEC-DFA-25-3
Detonation flame arrester for explosion zones.
Equipment category IIC. 2 pieces are needed 
per sampling tube. For more details see the 
technical documentation.

Technical data
Pipe connection diameter: 25 mm

Detonation flame arrester 
SEC-DFA-25-2
Same as DFA 25-3 but equipment category IIB.

Detonation flame arrester 
SEC-DFA-25-1
Same as DFA 25-3 but equipment category IIA.

Technical data
Pipe connection diameter: 25 mm

Technical data 
Pipe connection diameter: 25 mm

Noise reduction housing

Technical data
Sound pressure level: 20 dB (A)
Dimensions (H x W x D) : 500 x 500 x 300 mm
Material: Steel sheet
Weight : 21,5 kg
Protection class: IP 54

Additional housing for  SecuriRAS SEC-ASD-535
SEC-ASD-Housing-Ex
The additional housing is designed for the
integration of an aspirating smoke detector 
SEC-ASD-535. The additional housing 
should be used as additional personal
protection in explosive areas. If there is 
danger of operations related damage (e.g. 
lift truck operations) to the aspirating smoke 
detector, the additional housing can serve
as a mechanical protection measure. 

Technical data
Material: Steel sheet
Dimensions (H x W x D): 500 x 500 x 300 mm
Weight: 21 kg
Protection class: IP 54

Cleaning Kit SecuriRAS SEC-ASD

Technical data
Supply voltage: 230 VAC
Power consumption: 1100 W
Compressed air capacity:
Air volume" approx. 1500 l/minr
Operating pressure approx 230 mbar
Weight (without accessories): 3400 g

SEC-Insulation-housing
The noise insulation housing is used as an
accessory part for the aspirating smoke 
detector ASD 535 in areas where a low level
of noise is required. If the ventilator noise
from the aspirating smoke detector is found
to be disruptive and changing the location of 
the evaluation unit is not possible, the
aspirating smoke detector can be integrated 
into a noise insulation housing. 

SEC-Cleaning-Kit

Transport case for Cleaning Kit

The cleaning kit is generally used
for service and maintenance work on
aspirating smoke detectors. It is used
for cleaning suction pipes that can be
blown out and aspirated at high power.
Adaptation to the respective suction
pipes is possible with the supplied 
accessory materials.

Noise reduction housing

Technical data
Sound pressure level: 20 dB (A)
Dimensions (H x W x D) : 500 x 500 x 300 mm
Material: Steel sheet
Weight : 21,5 kg
Protection class: IP 54

Additional housing for  SecuriRAS SEC-ASD-535
SEC-ASD-Housing-Ex
The additional housing is designed for the
integration of an aspirating smoke detector 
SEC-ASD-535. The additional housing 
should be used as additional personal
protection in explosive areas. If there is 
danger of operations related damage (e.g. 
lift truck operations) to the aspirating smoke 
detector, the additional housing can serve
as a mechanical protection measure. 

Technical data 
Material: Steel sheet
Dimensions (H x W x D): 500 x 500 x 300 mm
Weight: 21 kg
Protection class: IP 54

Cleaning Kit SecuriRAS SEC-ASD

Technical data
Supply voltage: 230 VAC
Power consumption: 1100 W
Compressed air capacity:
Air volume" approx. 1500 l/minr
Operating pressure approx 230 mbar
Weight (without accessories): 3400 g

SEC-Insulation-housing
The noise insulation housing is used as an
accessory part for the aspirating smoke 
detector ASD 535 in areas where a low level
of noise is required. If the ventilator noise
from the aspirating smoke detector is found
to be disruptive and changing the location of 
the evaluation unit is not possible, the
aspirating smoke detector can be integrated 
into a noise insulation housing. 

SEC-Cleaning-Kit

Transport case for Cleaning Kit

The cleaning kit is generally used
for service and maintenance work on
aspirating smoke detectors. It is used
for cleaning suction pipes that can be
blown out and aspirated at high power.
Adaptation to the respective suction
pipes is possible with the supplied 
accessory materials.
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SPARE PARTS

Main board for SEC-ASD-531
SEC-AMB-31
Repair exchange for the SEC-ASD-531. Dimensions (H x W x D): 250 x 160 x 15 mm

Main board for SEC-ASD-532
SEC-AMB-32
Repair exchange for the SEC-ASD-532. Dimensions (H x W x D): 250 x 160 x 15 mm

Main board for SEC-ASD-535-1 and -3 
SEC-AMB-35-1
Repair exchange for the SEC-ASD-535-1 and -3.

Technical data
Dimensions (H x W x D): 125 x 176 x 20 mm

Main board for SEC-ASD-535-2 and -4 
SEC-AMB-35-2
Repair exchange for the SEC-ASD-535-2 and -4.

Technical data
Dimensions (H x W x D): 125 x 176 x 20 mm

Basic control board for standard display of SEC-ASD-535-1 and -2

Repair exchange for the standard display
unit (without smoke level display)

Technical data
Dimensions (H x W x D): 90 x 59 x 9 mm

Basic control board for advanced display of SEC-ASD-535-3 and -4

Repair exchange for the advance display
unit (with smoke level display)

Technical data
Dimensions (H x W x D): 90 x142 x 9 mm

SEC-BCB-35

SEC-ACB-35

Technical data

Technical data 

Main board for SEC-ASD-531
SEC-AMB-31
Repair exchange for the SEC-ASD-531. Dimensions (H x W x D): 250 x 160 x 15 mm

Main board for SEC-ASD-532
SEC-AMB-32
Repair exchange for the SEC-ASD-532. Dimensions (H x W x D): 250 x 160 x 15 mm

Main board for SEC-ASD-535-1 and -3 
SEC-AMB-35-1
Repair exchange for the SEC-ASD-535-1 and -3.

Technical data
Dimensions (H x W x D): 125 x 176 x 20 mm

Main board for SEC-ASD-535-2 and -4 
SEC-AMB-35-2
Repair exchange for the SEC-ASD-535-2 and -4.

Technical data
Dimensions (H x W x D): 125 x 176 x 20 mm

Basic control board for standard display of SEC-ASD-535-1 and -2

Repair exchange for the standard display
unit (without smoke level display)

Technical data
Dimensions (H x W x D): 90 x 59 x 9 mm

Basic control board for advanced display of SEC-ASD-535-3 and -4

Repair exchange for the advance display
unit (with smoke level display)

Technical data
Dimensions (H x W x D): 90 x142 x 9 mm

SEC-BCB-35

SEC-ACB-35

Technical data 

Technical data

Main board for SEC-ASD-531
SEC-AMB-31
Repair exchange for the SEC-ASD-531. Dimensions (H x W x D): 250 x 160 x 15 mm

Main board for SEC-ASD-532
SEC-AMB-32
Repair exchange for the SEC-ASD-532. Dimensions (H x W x D): 250 x 160 x 15 mm

Main board for SEC-ASD-535-1 and -3 
SEC-AMB-35-1
Repair exchange for the SEC-ASD-535-1 and -3. 

Technical data 
Dimensions (H x W x D): 125 x 176 x 20 mm

Main board for SEC-ASD-535-2 and -4 
SEC-AMB-35-2
Repair exchange for the SEC-ASD-535-2 and -4.

Technical data
Dimensions (H x W x D): 125 x 176 x 20 mm

Basic control board for standard display of SEC-ASD-535-1 and -2

Repair exchange for the standard display
unit (without smoke level display)

Technical data
Dimensions (H x W x D): 90 x 59 x 9 mm

Basic control board for advanced display of SEC-ASD-535-3 and -4

Repair exchange for the advance display
unit (with smoke level display)

Technical data
Dimensions (H x W x D): 90 x142 x 9 mm

SEC-BCB-35

SEC-ACB-35

Technical data

Technical data

Main board for SEC-ASD-531
SEC-AMB-31
Repair exchange for the SEC-ASD-531. Dimensions (H x W x D): 250 x 160 x 15 mm

Main board for SEC-ASD-532
SEC-AMB-32
Repair exchange for the SEC-ASD-532. Dimensions (H x W x D): 250 x 160 x 15 mm

Main board for SEC-ASD-535-1 and -3 
SEC-AMB-35-1
Repair exchange for the SEC-ASD-535-1 and -3.

Technical data
Dimensions (H x W x D): 125 x 176 x 20 mm

Main board for SEC-ASD-535-2 and -4 
SEC-AMB-35-2
Repair exchange for the SEC-ASD-535-2 and -4. 

Technical data 
Dimensions (H x W x D): 125 x 176 x 20 mm

Basic control board for standard display of SEC-ASD-535-1 and -2

Repair exchange for the standard display
unit (without smoke level display)

Technical data
Dimensions (H x W x D): 90 x 59 x 9 mm

Basic control board for advanced display of SEC-ASD-535-3 and -4

Repair exchange for the advance display
unit (with smoke level display)

Technical data
Dimensions (H x W x D): 90 x142 x 9 mm

SEC-BCB-35

SEC-ACB-35

Technical data

Technical data

Main board for SEC-ASD-531
SEC-AMB-31
Repair exchange for the SEC-ASD-531. Dimensions (H x W x D): 250 x 160 x 15 mm

Main board for SEC-ASD-532
SEC-AMB-32
Repair exchange for the SEC-ASD-532. Dimensions (H x W x D): 250 x 160 x 15 mm

Main board for SEC-ASD-535-1 and -3 
SEC-AMB-35-1
Repair exchange for the SEC-ASD-535-1 and -3.

Technical data
Dimensions (H x W x D): 125 x 176 x 20 mm

Main board for SEC-ASD-535-2 and -4 
SEC-AMB-35-2
Repair exchange for the SEC-ASD-535-2 and -4.

Technical data
Dimensions (H x W x D): 125 x 176 x 20 mm

Basic control board for standard display of SEC-ASD-535-1 and -2

Repair exchange for the standard display
unit (without smoke level display)

Technical data 
Dimensions (H x W x D): 90 x 59 x 9 mm

Basic control board for advanced display of SEC-ASD-535-3 and -4

Repair exchange for the advance display
unit (with smoke level display)

Technical data
Dimensions (H x W x D): 90 x142 x 9 mm

SEC-BCB-35

SEC-ACB-35

Technical data

Technical data

Main board for SEC-ASD-531
SEC-AMB-31
Repair exchange for the SEC-ASD-531. Dimensions (H x W x D): 250 x 160 x 15 mm

Main board for SEC-ASD-532
SEC-AMB-32
Repair exchange for the SEC-ASD-532. Dimensions (H x W x D): 250 x 160 x 15 mm

Main board for SEC-ASD-535-1 and -3 
SEC-AMB-35-1
Repair exchange for the SEC-ASD-535-1 and -3.

Technical data
Dimensions (H x W x D): 125 x 176 x 20 mm

Main board for SEC-ASD-535-2 and -4 
SEC-AMB-35-2
Repair exchange for the SEC-ASD-535-2 and -4.

Technical data
Dimensions (H x W x D): 125 x 176 x 20 mm

Basic control board for standard display of SEC-ASD-535-1 and -2

Repair exchange for the standard display
unit (without smoke level display)

Technical data
Dimensions (H x W x D): 90 x 59 x 9 mm

Basic control board for advanced display of SEC-ASD-535-3 and -4

Repair exchange for the advance display
unit (with smoke level display)

Technical data 
Dimensions (H x W x D): 90 x142 x 9 mm

SEC-BCB-35

SEC-ACB-35

Technical data

Technical data

Air flow sensor for SEC-ASD-531 and SEC-ASD-532
SEC-AFS-32
Repair exchange for air flow sensor for
SEC-ASD-531 / 532 incl. connection wire

Air flow sensor for SEC-ASD-535
SEC-AFS-35
Repair exchange for air flow sensor 
for SEC-ASD-535 incl. connection wire 

Technical data
Dimensions (H x W x D): 15 x 14 x 115 mm

Aspirating fan unit for SEC-ASD-531 and SEC-ASD-532
SEC-AFU-32
Repair exchange for the aspirating fan 
unit complete for SEC-ASD-531 / 532

Aspirating fan unit for SEC-ASD-535
SEC-AFU-35
Repair exchange for the aspirating fan 
unit complete for SEC-ASD-535.

Technical data
Dimensions (H x W x D): 138 x 185 x 58 mm

Rotary Snap Lock for SEC-ASD-531/532/535
SEC-RSL-35
Repair exchange for the

SEC-ASD-531/532/535 housing.

Technical data
Material: ABS / steel
Packaging unit: 4 pieces

Insect protection screen for SEC-ASD-531/532/535
SEC-IPS-35
Insect protection screen for the

SEC-ASD-531/532/535 housing.

Technical data
Material: steel
Packaging unit: 2 pieces

Air flow sensor for SEC-ASD-531 and SEC-ASD-532
SEC-AFS-32
Repair exchange for air flow sensor for
SEC-ASD-531 / 532 incl. connection wire

Air flow sensor for SEC-ASD-535
SEC-AFS-35
Repair exchange for air flow sensor 
for SEC-ASD-535 incl. connection wire 

Technical data 
Dimensions (H x W x D): 15 x 14 x 115 mm

Aspirating fan unit for SEC-ASD-531 and SEC-ASD-532
SEC-AFU-32
Repair exchange for the aspirating fan 
unit complete for SEC-ASD-531 / 532

Aspirating fan unit for SEC-ASD-535
SEC-AFU-35
Repair exchange for the aspirating fan 
unit complete for SEC-ASD-535.

Technical data
Dimensions (H x W x D): 138 x 185 x 58 mm

Rotary Snap Lock for SEC-ASD-531/532/535
SEC-RSL-35
Repair exchange for the

SEC-ASD-531/532/535 housing.

Technical data
Material: ABS / steel
Packaging unit: 4 pieces

Insect protection screen for SEC-ASD-531/532/535
SEC-IPS-35
Insect protection screen for the

SEC-ASD-531/532/535 housing.
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