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6. d-list Accessories
MOUNTING MATERIAL 

Clamps 
Cable clamp for SEC 15 
delivery unit: 100 pcs SEC-LSC-15-CLIC 

Pipe clamp for SEC 15 with locking clip SEC-LSC-15-MDC 

Various mounting material 
Stainless steel screw to mount CLIC 15 cable clamp 
delivery unit: 100 pcs SEC-LSC-CLIC-SCREW

Nylon anchor to mount CLIC 15 cable clamp 
delivery unit: 100 pcs SEC-LSC-CLIC-ANC

Stainless steel cable clamp, grade 316, stainless steel 
dowel and cable fastener must be ordered separately SEC-LSC-MDJ-316

Stainless steel dowel grade 316, to mount MDJ-316 SEC-LSC-ANC-316

Stainless steel cable clamp, grade 926, stainless steel 
dowel and cable fastener must be ordered separately. SEC-LSC-MDJ-926 

Stainless steel dowel grade 926, to mount MDJ-926 SEC-LSC-ANC-926

Cable fastener for line mounting SEC-LSC-FEMC 

Stainless steel cable fastener for line mounting SEC-LSC-FECT
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CONNECTION BOX 

SEC-CBO-15-LSC 
Connection unit for one or two temperature sensor cable 
SEC15 including an universal connection module UCM. 
If it is not possible to connect the sensor cable directly to the 
sensor control unit SCU835, the connection cable CC15 can 
connect sensor control unit and sensor cable via the 
connection box. In the box the connection cable and the 
sensor cable are linked together via the connection module 
UCM. If short transmission lines are linked the universal 
connection module has the possibility to activate adaptation 
resistors. 

Protection class: IP66 
Operating temperature: -35°C to +60°C

(short period +80°C) 
Dimensions (HxWxD): 130 x 130 x 75 mm 
Material: glass-fibre reinforced, polycarbonat 

Connection Box 

SEC-CBO-15-ESD 
Connection unit for up to eight external sensors ESD or four 
single sensors and one LIST-cable SEC15. The external 
sensors can be connected to the SEC15 sensor cable bus 
via the connection box. It is possible to connect up to eight 
single sensors to the bus or four sensors and a sensor 
cable. Every connection has an adaption resistance. This 
can be activated, if needed, for example for short adaptation 
resistors. 

Protection class: IP66 
Operating temperature: -35°C to +60°C

(short period +80°C) 
Dimensions (HxWxD): 130 x 130 x 75 mm 
Material: glass-fibre reinforced, polycarbonat 
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CONNECTION CABLE 

SEC-LSC-15-CC 

LISTEC supply cable 1x2x0.8, shielded, JE-H(ST)H E30, for 
an SEC 15 sensor cable. 
If it is not possible to connect the sensor cable directly to the 
sensor control unit SCU835, the connection cable CC15 can 
connect sensor control unit and sensor cable via the 
connection box. 

Operating temperature: -30°C to +70°C
Sheath material: HM2 compound, flame retardant 
Color: red 

CABLE ACCESSORIES

Sensor cable with termination cap, CLB2 and shield 
connector. SEC-LSC-15-FITBOX

Sensor cable pre-fabrication with plug, 3-pin and termination 
cap. SEC-LSC-15-CON-1 

Sensor cable pre-fabricated with plug and socket, 3 pin SEC-LSC-15-CON-2

Coupling with socket, 3-pin SEC-LSC-15-CON-CS

Coupling with plug, 3 pin SEC-LSC-15-CON-CP

LIST crimping tool for 2-and 4-core flat cable connectors SEC-LSC-CRIMPER

Cable scissors for SEC sensor cable SEC-LSC-CUTTER

CABLE ACCESSORIESCABLE ACCESSORIESCABLE ACCESSORIES

TOOLS
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